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5.4. SYSTEM MENU 

The System menu enables the user to view version information and perform actions such as restore , 
delete , factory reset, etc . 

5.4.1. Viewing the Product Name
 

Accessing this menu item will display the entire name of the product.
 

I System 
I Product Name 

l ie. H02014A+2PS+AA 

The product name will be displayed with all options. 

5.4.2. Selecting Configuration Files 

The HD201 x supports the on board web server and allows the user to define system configuration files. 
These configuration files are generated using the on-board web-server and saved to the unit for later 
recall. Navigate the engineering menu System -> Config -> Select. Following this, select the desired 
file and the configuration file will be loaded. Time to load configuration files depends on the complexity 
of the system configuration . Typical configuration load times are in the range of 45s-60s. 

I System 
I Confiq

I Select 
I Settings ... 

When the Select menu opt ion is chosen, LIVE files are made act ive. 
The LIVE files are the engineering configuration files that get saved 
to the HD201 x, plus any configuration changes that are done via the 
HD201x front panel. Effectively the LIVE files are the "running 
memory" of a particular HD201x configuration. 

I 

5.4.3. Restoring Configuration Files 

These configuration files are generated using the on-board web-server and saved to the unit for later 
recall. Navigate the engineering menu System -> Config -> Select. Following this . select the desired 
file and the configuration file will be loaded. Time to load configuration files depends on the complexity 
of the system configuration. Typical configuration load times are in the range of 45s-60s. 

I System 
I Contia 

I Restore 
" Settinas ... 

When the Restore menu option is chosen, the MAIN files are made 
active. The MAIN files are the eng ineer ing files that get saved to the 
HD201 x when a configuration file is ,first designed and downloaded 
into the unit. 

Page 5-56 Revision 0.1 FRONT PANEL OPERATION 



HD2014, HD2012, HD2011 Video Passport ™ everrz~ 1RU Multi-Path Video Converter, Frame Synchronizer and Decoder 

5.4.4. Factory Reset
 

The Factory Reset menu item allows the user to reinstate the factory settings.
 

I Svstem 
I Contia 

I factorvReset 
I Contiqurinq .. . 

Select the Factory Reset option if you wish to return the 
configuration to its factory settings. 

5.4.5. Deleting Configuration Files
 

The Delete menu item allows the user to delete configuration files from the HD201 x.
 

I Svstem 
I Cordie 

I Delete 

5.4.6 . Viewing Version Information 

The Version menu item allows the user to view the current firmware version loaded on the HD201 x 
unit. 

I Svstem 
I Version 

ie .hd201Oa-20100118­
I 1203 

The version information will be listed similar to the text shown below: 

hd2010a-20100118-1203 
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